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14.	 Environment
14.1	General
Packaging�materials�must�be�disposed�of�in�accordance�with�the�regulations.
Batteries� are� considered� as� small� chemical� waste� and� should� be� placed� in�
special�containers.

14.2	Appliance
When� the� appliance� has� reached� the� end� of� its� life,� you� should� have� it��
processed�sensibly,�so�that�the�appliance�or�parts�of�it�can�be�used�again.

➠ Remove the appliance;

➠  Do not place the appliance with unsorted waste, but bring it to a recognized  
collection point;

➠ Contact your council for information on available delivery and collection systems.
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15.	 Warranty
The�warranty�for�your�DRU�appliance�will�be�provided�by�your�supplier.�In�case�
of�complaints,�you�must�always�contact�him.�You�supplier�will�contact�DRU�
if�he�feels�this�is�necessary.�The�factory�warranty�is�valid�for�2�years�after�date�
of�purchase.
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	 Appendix	1:	Display	and	keys

�

Key Up

Key Down

Key Stop/Stand-by

Key Menu

Display

DISPLAY AND KEYS
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	 Appendix	2:	Display

Display

Manual operation.

Time schedule active.

Active time period.

Closed (left) or open fire place type (right).

Decorative fire is on.

Decorative fire can be ignited.

Fault of decorative fire can be reset.

Burner off/setting down (left), burner on/setting up (right).

Busy (for instance while decorative fire is been ignited).

Fault.

RF-communication.

Batteries are almost empty (symbol flashes).

Time representation (24-hours or 12-hours).

Days of the week. Square indicates actual day.

Temperature representation.

Temperature sensor(s) are defect.

Keys

Enhance setting or change selection.

Lower setting or change selection.

Choose menu and menu selection.

Stop setting menu or go to stand-by.
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q u i c k  g u i d e

DRU	Verwarming	B.V.	 Postbus�1021,�NL-6920�BA�Duiven
The	Netherlands� Ratio�8,�NL-6921�RW�Duiven

Register	
Remote	control

Time	setting

Ignition

Switching	off
(2nd	burner)	

Manually	adjust	
flame	height	

(in	0C)

Manually	adjust	
flame	height	

(pos.	1-15)

Activating
2nd	burner
(if	present)	

Activating
Eco.Wave

Activating
switch	contact	
(if	applicable)

Switching	on	extra	
power	supply
(if	applicable)

-� Make�sure�the�appliance�voltage�is�not�switched�on�longer�than�5�minutes.
-� Place�the�batteries�in�the�remote�control�and�press and �simultaneously.
-� If�the�remote�control�is�not�on�“bnd”,�proceed�as�follows.
-� Apply�and�remove�voltage.
-� Press  approx.�10�seconds�until�24:00�starts�to�flash.
-� Repeatedly�press  until�“bnd”�appears.
-� Press �and  �simultaneously.

-� Press  for�2�seconds�until�0�starts�to�flash.
-� Repeatedly�press  until�you�see�the�time�flashing.
-� Use   to�adjust�the�time.
-� Leave�menu�via .

-� Press �and  simultaneously.�

-� Press �once,�2nd�burner�(if�present)�will�extinguish.�
-� Quickly�press �twice,�burner�will�fully�extinguish.

-� Press  approx.�10�seconds�until�24:00�starts�to�flash.
-� Press �1x,�flashing�hand  appears.
-� Press �1x,�number�1�flashes.
-� Leave�menu�via .
-� Press  approx.�3�seconds�until�display�starts�to�flash.
-� Press �3x,�right�image�appears�in�display.
-� Make �+�°C�flash�using  and .
-� Leave�menu�with .

-� Press  approx.�3�seconds�until�display�starts�to�flash.
-� Now�press �3x,�right�image�appears�in�display.
-� Make  +� �flash�using  and .
-� Leave�menu�via .

-� Press  en  simultaneously.

-� Press  approx.�3�seconds�until�display�starts�to�flash.
-� Turn�flashing�0�into�1�using  and .
-� Leave�menu�via .

-� Press  approx.�3�seconds�until�display�starts�to�flash.
-� Now�press �1x,	L	0�appears.
-� Turn�flashing�0�into�1�using  and .
-� Leave�menu�via .

-� Press  �approx.�3�seconds�until�display�starts�to�flash.
-� Now�press �2x,�B	0�appears.
-� Turn�flashing�0�into�1�using�  and .
-� Leave�menu�via .
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